Stainless Steel/Carbon Steel Anchors

Bruce Anchor
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	Stainless Steel Part No.
	Galvanized Part No.
	Weight

(kg)
	L(mm)
	H(mm)
	W(mm)

	HSB-005S
	HSB-005C
	5
	460
	305
	260

	HSB-007S
	HSB-007C
	7.5
	535
	350
	305

	HSB-010S
	HSB-010C
	10
	585
	390
	340

	HSB-015S
	HSB-015C
	15
	665
	440
	410

	HSB-020S
	HSB-020C
	20
	730
	500
	420

	HSB-030S
	HSB-030C
	30
	826
	525
	450

	HSB-050S
	HSB-050C
	50
	1010
	500
	690


Note:

 1. fast fixed at the bottom; 

one piece casting;

 the material can be carbon steel hot dip galvanized and mirror polished stainless steel AISI316.

Danforth Anchor
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	Stainless Steel Part No.
	Galvanized Part No.
	Weight

(kg)
	L

(mm)
	H

(mm)
	W

(mm)

	HSF-002S
	HSF-002C
	5
	440
	650
	155

	HSF-003S
	HSF-003C
	7.5
	550
	690
	160

	HSF-005S
	HSF-005C
	10
	600
	740
	190

	HSF-012S
	HSF-012C
	12
	650
	765
	210

	HSF-015S
	HSF-015C
	15
	740
	920
	230

	HSF-016S
	HSF-016C
	20
	700
	880
	215

	HSF-027S
	HSF-027C
	30
	830
	1050
	270


Note: 

holding power certification is available; 

Danforth anchor can penetrate sand, soil and weeds in the sea; e
lectric-arc weldig; 
can be fixed in a short time;
 can be laid flat; 
material can be carbon steel galvanized and mirror polished stainless steel AISI316.
Folding Anchor
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	Stainless Steel Part No.
	Galvanized Part No.
	Weight

(kg)
	H

(mm)
	W

(mm)

	HSFL-001S
	HSFL-001C
	1.5
	305
	270

	HSFL-002S
	HSFL-002C
	2.5
	360
	345

	HSFL-003S
	HSFL-003C
	3.2
	420
	380

	HSFL-005S
	HSFL-005C
	5
	470
	400

	HSFL-006S
	HSFL-006C
	6
	545
	475

	HSFL-008S
	HSFL-008C
	8
	585
	550

	HSFL-010S
	HSFL-010C
	10
	655
	595

	HSFL-012S
	HSFL-012C
	12
	700
	670

	HSFL-015S
	HSFL-015C
	15
	685
	670


Note: 

folding anchor is the ideal anchor for small boats or inflatable boats or yachts. 

Folding anchor is easy to be spreaded and folded. 
Its marterial can be hot dip galvanized carbon steel and mirror polished stainless steel AISI316.
Hot Dip Galvanized Pool Type Anchor
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	Galvanized Part No.
	Weight

(LB)
	W

(mm)
	I

(mm)
	E

(mm)

	HSV005C
	5LB
	380
	425
	100

	HSV007C
	7LB
	415
	450
	115

	HSV010C
	10LB
	455
	490
	130

	HSV012C
	12LB
	485
	520
	145

	HSV014C
	14LB
	515
	545
	160

	HSV015C
	16LB
	530
	572
	180

	HSV018C
	18LB
	575
	610
	200

	HSV024C
	24LB
	710
	810
	240


Plow Anchor
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	Stainless Steel Part No.
	Galvanized Part No.
	Weight

(kg)
	A

(mm)
	B

(mm)
	C

(mm)
	D

(mm)

	HSP-005S
	HSP-005C
	5
	510
	340
	260
	220

	HSP-007S
	HSP-007C
	7
	560
	380
	270
	230

	HSP-009S
	HSP-009C
	9
	600
	375
	280
	250

	HSP-012S
	HSP-012C
	12
	660
	430
	340
	300

	HSP-016S
	HSP-016C
	16
	730
	490
	370
	330

	HSP-022S
	HSP-022C
	22
	700
	550
	360
	360

	HSP-027S
	HSP-027C
	27
	780
	600
	460
	390

	HSP-034S
	HSP-034C
	34
	860
	710
	550
	440

	HSP-050S
	HSP-050C
	50
	950
	740
	540
	470


Note: 

plow anchor is high holding power anchor; 

there is welding shaft at the anchor shank, which making the anchor keep its holding power in various conditions. 

Material can be hot dip galvanized carbon steel and mirror polished stainless steel AISI316.

Pool Anchor

[image: image11.jpg]


 [image: image12.jpg]


   

	Stainless Steel Part No.
	Galvanized Part No.
	Weight

(kg)
	A

(mm)
	C

(mm)
	D

(mm)
	E

(mm)
	F

(mm)
	H

(mm)

	HSL-020S
	HSL-020C
	20
	455
	300
	325
	385
	75
	185

	HSL-025S
	HSL-025C
	25
	480
	320
	340
	340
	80
	195

	HSL-030S
	HSL-030C
	30
	505
	335
	365
	365
	85
	210

	HSL-035S
	HSL-035C
	35
	530
	350
	390
	390
	90
	223

	HSL-045S
	HSL-045C
	45
	575
	375
	415
	415
	100
	240

	HSL-060S
	HSL-060C
	60
	665
	425
	470
	470
	110
	270

	HSL-100S
	HSL-100C
	100
	775
	505
	555
	555
	130
	320


Wing Anchor
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	SS316-Mirror Polished
	Carbon Steel--Hot Galvanized
	Weight

(kg)
	L

(mm)
	H

(mm)
	W

(mm)

	HSD-005S
	HSD-005C
	5
	560
	245
	205

	HSD-007S
	HSD-007C
	7.5
	625
	250
	240

	HSD-010S
	HSD-010C
	10
	400
	280
	280

	HSD-015S
	HSD-015C
	15
	730
	310
	315

	HSD-020S
	HSD-020C
	20
	870
	390
	350

	HSD-030S
	HSD-030C
	30
	980
	420
	370

	HSD-050S
	HSD-050C
	50
	1210
	610
	490


Note:

the wing anchor is applicable to a variety of sea bed, being used together with our anchor bracket. 

When casting anchors, there is no need to deliverately control it. 
Wing anchor can remain stable in all tidal conditions. 
301 Stainless Steel Three Claws Anchor
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	Product Details:

Type: Stainless Steel Three Claws Anchor

Material: 301 Stainless Steel

Net Weight: 1.6KG
Features:
 360°Swivel Ring;

Safe Recovery Ring; 

Super Retractable Claws; 
Best 45°Claws;
Stainless Steel Material (Permanent Use )



Stainless Steel Delta Anchor
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	Product Detail: 

Type: Delta Anchor

Material: Stainless Steel
Net Weight: 1-200kg
Application: Yachts
Customized



Annular Four Flukes Anchor
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	Product Detail:

Type: Four Flukes Anchor

Material: Stainless Steel 316
Application: Marine Yachts
Customized



Four Flukes Anchor
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	Product Detail:

Type: Welded Four Flukes Anchor

Material: Stainless Steel
Application: Small Boats, Yachts
Customized



	AC-14 Anchor Stainless Steel 
	Stainless Steel TW-Pool Anchor
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	Stainless Steel Fishing Anchor 
	Stainless Steel Dustpan Type Anchor
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Note: the above product list is only a partial list of stainless steel or carbon steel anchors. For more information and specifications, please feel free to contact us. We’re sincere to cooperate with you. 
Contact Us
Company Name: Chongqing Hi-Sea Marine Equipment Import & Export Co., Ltd.
Add: 15-1, Jinshan Matrix A, Saidi Rd., New North Zone, Chongqing 401122, China

Tel: +96-23-67868920, 67956606

Fax: +86-23-67956622

Mobile: +86-15703069927

E-mail: sales3@hiseamarine.com
Website: www.hiseamarine.com
